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~--MV180-A02E-12V-Z17-10MHz

DOUBLE OVEN LOW PROFILE ULTRA PRECISION OCXO MV180

Features:

Package type
o Low sensitivity to rapid changes of ambient temperature Power supply 719 121 3:‘1 3x11; —
o Low profile package with the height of 19(17) nun 5V (preliminary) Z17 | 513251 3217 mm
e High stability vs. temperature - up to +Ix10-** 12V Y19 | 213241 3519 mm
e _Available as RoHS I
ORDERING GUIDE: MV180-B 02 E -12V- 719 -10.0 MHz
Availability of - sc 3: sb E: Availability of Standard frequencies
certain stability E ™ > ™ ] certain aging
vs. operating + b ! | H values for certain | = o | 8192 | 100 |16.384
temperature frequencies = e : ‘
1 0z 93 Toz o |l i MHz| MHz | MHz | MHz
A] 0.-55°C | A | A | A A[A Flassiofyear | A | A | A | A
B|-10.+60°C| A | A [ [A]a E|=ntyear | A | A | A | A
C|-20.+°Cc| A A a]ala A | € A c
D | -40...+70°C A A A C | NA C | =1x107/year C NA C NA

A —available, NA — not available, C — consult factory

For other temperature ranges

A — available, NA —not available, C — consult factory

se2 designation in the order guide Short term stability (Allan deviation) per 1 sec, for <210t
S MHz and 10 MHz 7
) Frequency stability vz. load changes <+1x107°
Package drawmg: Frequency stability vz, power zupply changes <+1x107%°
Warm-up time with accuracy of <=1x107 @235°C <5 min
Power supply 12VE5% SV+3%
Steady state current consumption ‘a 25°C <250 mA | <400 mA
Peak current consumption during warm-up: <700 mA <12A
For “D" temperature range: <900 mA o
Frequency pulling range >13x107
with external control voltage range 0..+5V 0..-4V
Reference voltage +V +$V
Qutput SIN
Level +7£2 dBm | =5%2 dBm
Load 50 Ohm*5%
Harmonic and subharmonics suppression =>35dBe
Phase noise, typical, dBe/Hz for 10 MHz for S MHz
1Hz -100 -105
10 Hz -125 -130
100 Hz -140 -145
1000 Hz -145 -150
; ) 10000 Hz -150 -155
ADDITIONAL NOTES: = i
o ibrations: ock:

% I;itlgi::l?;t;‘u:l;:?:a: :‘:;:s:;in g Frequenc?' range 10-200 Hz :\ccele.ration 150 g
temperature range with lower limit of Acceleration Sg Duration 311 ms
~40°C is <900 mA (for 12 V) Storage -§5...+80°C

«  Showed values of frequency stability vs. temperature usually are tested in still | femperature range

air test conditions. Please inform factory about different conditions: in operation to provide appropriate tests,
Please consult factory for daily aging values. Normally typical correspondence of daily aging per day to aging per year

is as following: *5x10-8/year - #5x10-10/day; +3x10-8/year - £3x10-10/day: *2x10-8/year - +2x10-10/day; £1x10-8/year

- £1x10-10/day

«  Please mention RoHS requirement (if any) while requesting for quote or while placing PO.

lower limit, second letter for the upper limit), °C:

For non standard operating temperature range: please use the following two letters designations (first letter for the

AlB|lC|DIE[FlIG|EBEJIK|[L[M[N|P|Q[R[S|T|IU|WI[X
60 [ 55 [ 50 [ 45|40 |30 [-20 [-10[o[+10]-30]-40]+45[+50[-55]+60]+65 [~70 [ +75 [ +80 [ =85
M 1ifi: 010-64845573. 64864608
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